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CAMPLIS ADP

 

ADVANTAGES

Custom sizes available

Welded Stainless Steel mesh wire

Washable

Robust-Long Lasting

Application Prefilter

Frame Stainless steel;Galvanised steel

Media Synthetic

Max Temperature (°C) 70°C

Art. No. Type Material EN779 Dimensions WxHxD (mm) Airflow/pressure drop (m³/h/Pa)

ADP3610610S Camplis ADP Stainless steel G3 610x610x44 3400/54
ADP3610305S Camplis ADP Stainless steel G3 305x610x44 1700/54
ADP3595595S Camplis ADP Stainless steel G3 595x595x44 3400/58
ADP3595295S Camplis ADP Stainless steel G3 295x595x44 1700/58
ADP3495495S Camplis ADP Stainless steel G3 495x495x44 2363/59
ADP3595495S Camplis ADP Stainless steel G3 595x495x44 2839/58
ADP4610610S Camplis ADP Stainless steel G4 610x610x44 3400/80
ADP4610305S Camplis ADP Stainless steel G4 305x610x44 1700/80
ADP4595595S Camplis ADP Stainless steel G4 595x595x44 3400/84
ADP4595295S Camplis ADP Stainless steel G4 295x595x44 1700/85
ADP4495495S Camplis ADP Stainless steel G4 495x495x44 2363/85
ADP4595495S Camplis ADP Stainless steel G4 595x495x44 2839/85
ADP3610610G Camplis ADP Galvanised steel G3 610x610x44 3400/54
ADP3610305G Camplis ADP Galvanised steel G3 305x610x44 1700/54
ADP3595595G Camplis ADP Galvanised steel G3 595x595x44 3400/58
ADP3595295G Camplis ADP Galvanised steel G3 295x595x44 1700/58
ADP3495495G Camplis ADP Galvanised steel G3 495x495x44 2363/59
ADP3595495G Camplis ADP Galvanised steel G3 595x495x44 2839/58
ADP4610610G Camplis ADP Galvanised steel G4 610x610x44 3400/80
ADP4610305G Camplis ADP Galvanised steel G4 305x610x44 1700/80
ADP4595595G Camplis ADP Galvanised steel G4 595x595x44 3400/84
ADP4595295G Camplis ADP Galvanised steel G4 295x595x44 1700/85
ADP4495495G Camplis ADP Galvanised steel G4 495x495x44 2363/85
ADP4595495G Camplis ADP Galvanised steel G4 595x495x44 2839/85


